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Impressive printing system
Insurance companies, banks, law offices, hospitals, government, 
transportation organizations and many others in need of high paper 
capacity or several media types, sizes and forms welcome the TF900.

The TF900 consists of 3 trays, with a paper capacity of 500 sheets per tray. 
When combined with a HP LaserJet printer, a unique configuration arises, 
offering new dimensions in cost saving and document printing efficiency.

Replacing the good old matrix printer
Print extra copies instead of copying them. You will save time and get 
perfect documents at lower cost. Multi-part forms can be simulated by 
printing copies on differently colored carbon paper. 

Remote paper selection
Changing paper is no longer a time-consuming and disruptive routine. 
Select the required paper directly on your terminal and get complex jobs 
printed completely.

Volume printing
TF900 allows high volume printing of media from the same or different type, 
without the printer asking to reload empty paper trays. Frequently reloading 
can be avoided by linking multiple trays, creating a large virtual tray.

Easy installation
The TF900 consists of 3 trays. Place your HP LaserJet on 
top of the TF900, connect the cables and switch on 
the printer. The printer will automatically initialize 
the TF900 and the printer is now ready to be 
configured. 

Manufacturer
DPI is a Dutch company with over 15 years 
of experience in paper input, paper handling 
and cabinet solutions. As official Hewlett 
Packard Solution Business Partner we 
develop, sell and support standard or custom-
made solutions.

TF900 is a paper feeding device that is compatible with the 
following HP LaserJet printers:

•	 9040 printer series
•	 9050 printer series
•	 M90xx MFP printer

The color of the TF900 differs slightly from the printer’s color. The TF900’s 
color can be adapted on request. 

Paper specifications:	 Please consult your HP printer manual.
Paper weight:	 Maximum weight is 199 gr/cm²
Papersizes:	 A5, B5, Executive, US Letter, A4, US Legal, US
	 	 	 Ledger, A3, B4, Letter (Rotated), A4 (Rotated)
Papertrays:	 3 trays. Tray capacity: up to 500 sheets 

Environmental specifications:		
Temperature:	 Recommended:  7°C to 25°C - (62.6°F to 77°F)
	 	 	 Allowed:  10°C to 30°C - (50.0°F to 86°F)
	 	 	 Storage:  00°C to 35°C - (32.0°F to 95°F)
Relative humidity:	 Recommended:  30% to 70% RH
(non-condensing, meant for TF900 	 Allowed:  10% to 80% RH
only, not for paper)	 Storage:  05% to 95% RH

Powerspecifications TF900:	
Requirements:	 Voltage:	 24V DC 
	 	 	 Current:	 3,75 A max.
			   Power:	 90 W max.
Adapter GS90A24:	 Input:	 100-240VAC, 50/60Hz, 2.0A
	 	 	 Output:	 24V DC, 3,75A, 90W max
Power consumption at	 Standby:  	 06 W
24V DC:	 Operational:	40 W approx.
			   Max:	 90 W max.
Maximum altitude:	 Height:	 0 to 2000 meters (0 to 6562 feet)
Connectivity:	 JetLink and Serial port (Firmware update)
Operating systems:	 Windows® 2003, 2008, XP®, Vista® and 7®  		
	 	 	 (32bit and 64bit)	
Certifications:
IP Rating:	 20
Safety:	 EN 60950-1 (2006) + A11 (2009)
EMC:  	 EN 55022 (2006) + A1 (2007)
	 	 	 EN 61000-3-2 (2006)
	 	 	 EN 61000-3-3 (1995) + A1 (2001) + A2 (2005)
	 	 	 EN 55024 (1998) + A1 (2000) + A2 (2003)
			 

TF900
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For more information, please consult your local Keypartner or DPI. D&P International B.V.	
Jan Valsterweg 72 	
3315 LG  Dordrecht	
The Netherlands

Tel.:	 +31(0)78 - 630 90 30
Fax:	+31(0)78 - 630 74 44
E-mail: sales@key2printing.com
www.key2printing.com

For further information regarding the TF900 or our paper input, paper 
handling and cabinet solutions, please visit www.key2printing.com or take 
a look at the HP Global Solution Catalog on www.hpgsc.com
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The TF900 is compatible with most of HP’s printer 

output options, except the HP LaserJet MFP 

multifunction finisher (C8088B).

Article                  Article no.	 Width	 Depth	 Height	 Weight	

TF900                 TF9001000	 705 mm	 650 mm	 415 mm	 40,0 kg

		  27,76”	 25,59”	 16,34”	 88,18lbs


