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Programming Manual sos8026 family

The programming manual can be downloaded from this web site:

http://sos8026.stethos.com
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Installation of the sos8026B solution

Method 1: Installation of BDL file via Embedded Web server

Prerequisites:
1. The Embedded Webserver has to be protected with an administrator password.
2. The proper sos8026-<Version-No.>.bdl or sos8026-<Version-No.>-shal.bdl must be
available.

Installation:
1. Open the Embedded Web server of the device (e.g. by typing the device’s IP address
into your web browser)
2. Check the Future Smart firmware version, e.g. via the configuration page of the device
(tab ,Information > left navigation bar ,Configuration Page®)

Configuration Page

Device Information

Froduct Name: HF Laserlet M504
Device Mame: HF Laserlet M505
Model Number: F2AT700

DC Controller Yersion:
Product Serial Number:
Formatter Mumber:

Firmware Bundle Version: 382

3. If there was no administrator password set for the Embedded Web server you need to
set one:

O I e

General Security

Set the Local Administrator Password

An administrator password can be set to prevent unauthorized users from remotely configuring the device or

User name
admin

Old Password Hew Password Verify Password
Password is not set. |"“ |n

At the bottom of the page you need to click on the ,Apply“ button to confirm the changes.

4. Login on the Embedded Web server (top right):

Welcome

Sign In




5. Enter the password and click on the button ,Sign In*:

Device Status

Configuration Page Slgn In
Supplies Status Page
Event Log Page Sign In Method
Usage Page |Local Device v|
Device Information Local Device Account
Control Panel Snapshot |Adminislrator v|
Printable Reports and Pages Password
[--- |

Other Links
HP Instant Support

Shop for Supplies m w

Product Support

6. Select the Solution Installer (tab ,General“ >left navigation bar ,Solution Installer):

g I I N W

Alert .
o Solution Installer

Control Panel Administration Menu
AutoSend
Edit Other Links

Install New Soluti
Ordering nformater

Device Information Choose File

Language Browse... 2022025-2.1.0.1 bdl Install

Date and Time

Solutions are accessory =oftware packages that can be inste

c'.i‘; Mote: Some solution installs wil cause the device to resta
Energy Settings

Back up and Restore Installed Solutions

Restore Factory Settings

— There are no solutions installed.

Firmware Upgrade

CQuota and Statistice Services I

7. Use the button ,Browse“ to select the applicable BDL file:
- If the firmware version is 3.0 or higher: sos8026-<Version-No.>.bdl
- If the firmware version is 1.x or 2.x: s0s8026-<Version-No.>-shal.bdI

Then install the BDL file via the ,Install“ button.

8. The device needs a reboot: please confirm the restart by pressing the button ,Restart
Now*“. Then wait until the device is ready again.

Confirmation Page

l Solution Installer
H \ The file has been uploaded and the device must restart o complete the installation. |

9. Wait until the device is ready again then continue with the installation of the s0s8026B
USB module



Method 2: Printing via the Embedded Web server

Prerequisites:
1. The proper s0s8026-<Version-No.>.prn or sos8026-<Version-No.>-shal.prn must be
available.
2. The security settings must allow firmware upgrades sent as print jobs, see Embedded
Web server in the tab ,Security Settings®, category ,Firmware Upgrade Security*:

Firmware Upgrade Security

Allow firmware upgrades sent as print jobs (port 9100)
Allow installation of legacy packages signed with SHA-1 Haghing algorithm

Installation:
1. Open the Embedded Web server of the device (e.g. by typing the device’s IP address
into your web browser)
2. Check the Future Smart firmware version, e.g. via the configuration page of the device
(tab ,Information” > left navigation bar ,Configuration Page®)

Configuration Page

Device Information

Froduct Name: HF Laserlet M504
Device Mame: HF Laserlet M505
Model Number: F2AT700

DC Controller Yersion:
Product Serial Number:
Formatter Mumber:

Firmware Bundle Version: 382

3. Login on the Embedded Web server (top right):
Welcome

Sign In

4. Enter the password and click on the button ,Sign In*:

Device Siafus

Configuration Page Slgn |I'I
Supplies Status Page
Event Log Page Sign In Method
Local Device W

Usage Page
Device Information Local Device Account
Control Panel Snapshot Administrator 2
Printable Reports and Pages Password

] [==-4 |
Other Links

HP Instant Support

Shop for Supplies m m

Product Support

If there is no password set please keep the password field empty and click directly on
“Sign In”.



5. Open the following dialog via the tab ,Information“ and select ,Print“ in the left navigation
bar:

e I N e T

Device Status Print
Job Log

Configuration Page Device Status Sleep mode on

Supplies Status Page
Select the file to upload from vour hard disk or netwi

2088026-3.1.0.1.pjl

Event Log Page

Uzage Page
Mote: Only "print-ready’ files (b, .p=, .pdf, .pcl, .cht,
Device Information and processed.
Control Panel Snapshot Number of Copies
Remote Control-Panel 1 (1-32000]

Printable Reports and Pages m

6. Click on the button ,Browse® and select the applicable PRN file:
- If the firmware version is 3.0 or higher: s0s8026-<Version-No.>.prn
- If the firmware version is 1.x or 2.x: s0s8026-<Version-No.>-shal.prn

Send the PRN file to the printer by clicking on the button ,Print®.
Attention: the device will reboot automatically.

7. Wait until the device is ready again then continue with the installation of the sos8026B
USB module.



Method 3: USB Memory Stick (not included)

Prerequisites

1. The proper s0s8026-<Version-No.>.prn or sos8026-<Version-No.>-shal.prn must be
available.
2. The security settings must allow firmware upgrades sent as print jobs, see Embedded
Web server in the tab ,Security Settings®, category ,Firmware Upgrade Security*:
Allow firmware upgrades sent as print jobs (port 9100)
Allow installation of legacy packages signed with SHA-1 Hazhing algorithm
3. A USB memory stick (e.g. FAT formatted) must be available.
4. Direct USB printing must be enabled. See Embedded Web server tab ,Print*:
wormsion | orerst [EER rowesiooing |~ secuy—|
Retrieve from USB Setup .
Retrieve from USB Setup
Manage Stored Jobs
Adjust Paper Types Retrieve from USB allows users at the control panel to p
General Print Settings [7] Enable Retrieve from USB
Manage Trays
Apph
other Links —1
HP Instant Support
Shop for Supplies
Installation
1. Openthe Embedded Web server of the device (e.g. by typing the device’s IP address
into your web browser)
2. Check the Future Smart firmware version, e.g. via the configuration page of the device
(tab ,Information® > left navigation bar ,Configuration Page®)
Configuration Page
Product Name: HF LaserJet M506
Device Mame: HF Laszerlet M503
Model Number: F2ATOC
DC Controller Version:
Product Serial Number:
Formatter Number:
Firmware Bundle Version: 382
3. Plug-in a USB memory stick which is supported by the HP device (e.g. FAT formatted) to
your workstation.
4. Copy the applicable PRN file into the root folder of the USB memory stick:
- If the firmware version is 3.0 or higher: s0s8026-<Version-No.>.prn
- If the firmware version is 1.x or 2.x: s0s8026-<Version-No.>-shal.prn
5. Remove the USB memory stick safely from your workstation.
6. Plug-in the USB memory stick to any external USB port of the switched on device.



7. Confirm the following message by pressing OK:

USB storage device detected

Touch "OK" to access the USE drive.

8. Select the PRN file:

@ @ Retrieve from USB
: Paused... Touch & to resume

E USB Storage Device Copies: | 1

E3 PostScript

El System Volume Information

5058026-3.1.0.1.prn

9. Attention: After the retrieval of the PRN file the device will reboot automatically.
n @ Retrieve from USB ®
' Receiving upgrade

E s0s8026-3.1.0.1.prn Copies: | 1

E3 PostScript

E3 System Volume Information

5058026-3.1.0.1.prn

10. If the device is ready again switch it off.
11. Remove the USB memory stick which holds the PRN file.
12. Then continue with the installation of the sos8026B USB module.




Additional methods (without detailed description)

FTP
If the FTP protocol (usually port 21) is enabled for the HP network adapter you can send
the applicable PRN file via FTP binary transfer to the device.

LPR
If the LPR/LPD protocol (usually port 515) is enabled for the HP network adapter you can
send the applicable PRN file via LPR to the device.

RAW

If the TCP RAW protocol (usually port 9100) is enabled for the HP network adapter you
can send the applicable PRN file via RAW transfer to the device.

HP Web Jetadmin
BDL files can also be distributed by the ,Solutions Repository* in HP Web Jetadmin to
the devices. Please note that stethos will not offer any support regarding HP Web
Jetadmin and the corresponding installation method.

After each installation method please continue with the installation of the sos8026B USB
module.



Installation of the s0s8026B USB module

1. Switch off the device.

2. Plug-in the s0s8026B module to the internal USB port of the device. If the device does
not have any internal USB ports it can be equipped with an HP USB kit (for details
regarding this USB kit please jump to the last page of this document or have a look at
http://stick.stethos.com). As an alternative the sos8026B module can be attached to an
external USB port also:

3. Switch on the device


http://stick.stethos.com/

Test

1. Login at the Embedded Web server
2. Go to the tab ,General® and select ,Solution Installer® in the left navigation bar:

g T e N N

Alert .
- Solution Installer

Control Panel Administration Menu

AutoSend Solutions are accessory software packages that can be installed to extend or modify the functionality of the product. After a solu

Edit Other Links appear in the Installed Solutions section below.

Ordering Information Install New Solution

Device Information

Choose File
Language
No file selected I
Date and Time
Energy Seftings l-'_i‘-, Note: Some solution installs will cause the device to restart.

Back up and Restore

Restore Factory Seftings Installed Solutions

Firmware Upgrade

Description Solution Version

Quota and Statistics Services O . 5 2038026 Barcodes Stethos 3.1.0.1 (20170321)

If the s0s8026 solution is installed like shown in the screenshot the sos8026 fonts are
available.

3. Select the tab ,Information” and in the left navigation bar ,Configuration Page®.
4. In the category ,Installed Personalities and Options® the sos8026B module must be listed
as , SusbHID":
Informaticn

Dervice Stah [: ﬁ I. F
we Hialus w n

Event Log Page

5.

Product Nama: HP Laserke MSDE
e P
Usage Page Dervice Haine HP Lasariet MEOE
Dot b fprmmartion
Micdiel Mumber F2AT00
Control Panel Snapahot
. B Controler Venion
Prirfabis Reports and Pages
Product Sansl Hemiser:
(ither Links Formatier Number.
HP insinm Suppon P are B . 183
Shop M Supphes
Firmmavare Revision: THOERAT_SESTS
Progust Suppe
Firmravare Datecods: 201E0814
HP Fatiure Smart Level HP FutureSmart 3
NFL revision: [oeee ]|
Sernos [raeer]
PS Wak Time-out 300 seconds
Engine Cycies “
Cartridge Probecton ot
Cartridge Pribcy, ot

Cartridge Index

PCL 20010402
POL¥L: 20010402
POSTSCRIT 20010402
FOF 20120901
AFFrint 40201
PYWERASTER 204021
TFF 0150522

Othar USE Accesscres
SultHD

In the tab ,Information® select ,Printable Reports and Pages*” from the left navigation bar.



6. Select the ,PCL Font List” and click on the button ,Print":

Device Status Printable Remrls and I

Job Log

Configuration Page Several reports and internal pages are

Supplies Status Page

Reports and Internal Pages

Usage Page [] Administration Menu Map
Device Information |:| Current Settings Page
Control Panel Snapshot |:| Configuration Page
Remote Control-Panel [] Supplies Status Page
Print [ ]Usage Page

[ ] File Directory Page

Other Links [ ]Web Services Status Page
HP Instant Support E PCL Font List

Shop for Supplies [ ]P= Font List

Product Support [ ]Ewvent Log

7. On the printed PCL font list check for the category ,Internal Scalable and Bitmapped
Fonts®. This section needs to contain bar code fonts:




Notes

1. The s0s8026B USB module must stay in the device.
2. If the device will be replaced by another compatible device the recommend procedure
is the following:
a. Installation according to the steps above.
b. Attach the sos8026B USB module to the new device.
c. Uninstall the sos8026 solution from the old device via tab ,General“ and
LSolution Installer”.



Devices without internal USB ports

Most of the HP devices do not have internal USB ports when delivered out of the box. When
using a USB barcode module from stethos you will require a separate HP accessory part
number B5L28A.

Additional information and a device compatibility list is available on the HP website:
http://hpusb.stethos.com

The installation manual for HP part number B5L28A is available here: http://B5L28A.stethos.com

Picture HP B5L28A:

Note: stethos is unable to deliver the HP accessory part number
B5L28A. If HP or your HP reseller cannot deliver this part in a
reasonable timeframe, you can also attach the stethos USB
barcode module to the external USB port on the rear of your HP
LaserJet/PageWide device.

No liability and subject to change without notice

© stethos Systemhaus GmbH, www.stethos.com info@stethos.com

Document Version 170330


http://hpusb.stethos.com/
http://b5l28a.stethos.com/
http://www.stethos.com/
mailto:info@stethos.com

